ALL DIMENSIONS ARE TO FACE OF CMU OR TO FACE OF CONCRETE WALLS. UNLESS OTHERWISE NOTED.

ALL INTERIOR WALLS SHALL BE PAINTED A MEDIUM GRAY. SEE SPEC'S FOR WALL TYPES.

1. SCALE: 3/16" = 1'-0"
2. FLOOR SLICE LINES REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
3. CONCRETE COLUMN, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
4. CONTROL JOINT, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
5. WATER TREATMENT EQUIPMENT, REFER TO WATER TREATMENT DRAWINGS FOR DETAILS.
6. PRE-FINISHED OVERHEAD COILING DOOR.
7. CAST-IN-PLACE CONCRETE WALLS, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
8. CAST-IN-PLACE CONCRETE RETAINING WALLS, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
9. SURFACE MOUNTED FIRE EXTINGUISHER.
10. METAL STAIRS WITH CONCRETE TREADS, SEE SHEET A-7.1 & A-7.2 FOR DETAILS.
11. EXPOSED CONCRETE FLOOR WITH SEALER.
12. CONCRETE BEAM ABOVE, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
13. LINE OF HOIST BEAM ABOVE, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
14. STEEL COLUMN FOR HOIST BEAM ABOVE, REFER TO STRUCTURAL DRAWINGS FOR DETAILS.
15. FLOOR SLOPE VARIES, REFER TO STRUCTURAL DRAWINGS.

GENERAL NOTES:
1. DRAWN BY:
2. CHECKED BY:
3. DESIGNED BY:
4. PROJECT:
5. SHEET:
6. DATE:
A-1.5 WALL MOUNTED EXIT LIGHT WITH BATTERY BACK-UP
CEILING MOUNTED EXIT LIGHT WITH BATTERY BACK-UP
DRAWING LEGEND
EXTERIOR EMERGENCY LIGHT
SURFACE WRAP AROUND LIGHT FIXTURE
7
SCALE: 3/16" = 1'-0"
REFLECTED CEILING PLAN
1
A-1.6
(TYP.)
1
A-1.5
1
A-1.5
2
3
4
5
6
2
3
4
5
6
7
8
9
5/8" GYPSUM BOARD CEILING. ATTACHED TO BOTTOM OF PRE-ENGINEER TRUSSES
PRE-FINISHED METAL DOWN SPOUT (2X4), SEE SPEC'S
PRE-FINISH METAL GUTTER (4X5), SEE SPEC'S
METAL SOFFIT, SEE SPEC'S.
8" SPLIT FACE CMU.
24" X 48" ATTIC ACCESS PANEL, SEE SPEC'S
WALL MOUNTED EXTERIOR LIGHT.
HOIST BEAM, REFER TO STRUCTURAL DRAWINGS.
STEEL BEAM, REFER TO STRUCTURAL DRAWINGS.
8
9
BATT INSULATION BETWEEN WOOD TRUSSES
PRE-ENGINEER WOOD TRUSSES
2X PRESSURE TREATED WOOD BLOCKING
5/8" GYPSUM BOARD ATTACHED TO BOTTOM OF TRUSSES
8" CMU, PAINT
1 X 4 WOOD TRIM
SURFACE GLOBE WITH METAL CAGE LIGHT FIXTURE
FLOUR HIGH BAY LIGHT FIXTURE
DETAIL
SCALE: 1 1/2" = 1'-0"
ELEVATION TAG NOTES:
1. STANDING SEAM METAL ROOF, SEE SPEC'S.
2. PRE-FAB METAL ROOF CAP, SEE DRAWING 2/A-1.
3. PRE-FAB METAL BUTTERY HASS, SEE SPEC'S.
4. PRE-FAB METAL DOWNSPOUTS, COG, SEE SPEC'S.
5. BUILDING PLACARD, SEE SPEC'S.
6. 1/2 IN. SPLIT FACE CMU ACCENT, SEE SPEC'S.
7. TOP OF CMU ACCENT, SEE SPEC'S.
8. TOP OF CMU ACCENT, SEE SPEC'S.
9. CAST IRON DOWNSPOUT BOOT.
10. PRE-FAB CMU ACCENT, SEE SPEC'S.
11. PRE-FINISH METAL RIDGE CAP, SEE DRAWING 2/A-1.7.
12. PRE-FINISH METAL GUTTERS (4X5), SEE SPEC'S.
13. PRE-FINISH METAL DOWNSPOUTS (2X4), SEE SPEC'S.
14. BUILDING PLAQUE, SEE SPEC'S.
15. 8" SPLIT FACE CMU ACCENT, SEE SPEC'S.
16. 8" SCORE FACE CMU ACCENT, SEE SPEC'S.
17. 8" SPLIT FACE CMU, SEE SPEC'S.
18. CAST IRON DOWN SPOUT BOOT.
19. PRE-FAB ALUMINUM LOUVER, SEE MECHANICAL DRAWINGS FOR DETAILS.
20. PRE-FINISHED INSULATED METAL DOOR & FRAME, SEE SPEC'S.
21. ALUMINUM OPERABLE WINDOWS, SEE SPEC'S. ALSO SEE DRAWING A-6.1 FOR DETAILS.
22. ALUMINUM STOREFRONT, SEE SPEC'S.
23. CAST-IN-PLACE CONCRETE WALLETS, SEE STRUCTURAL DRAWINGS.
24. CONCRETE SIDEWALK, SEE WATER TREATMENT DRAWINGS FOR DETAILS.
25. PAVEMENT, REFER TO WATER TREATMENT DRAWINGS FOR DETAILS.
26. PRE-FINISHED METAL (2) PIPE SNOW GUARD.
27. 1 1/2" DIA. STEEL PIPE GUARDRAIL W/ 3/4" PICKETS @ 4" O.C.
28. FOUNDATION & FOOTINGS, SEE STRUCTURAL DRAWINGS.
GENERAL NOTES:

1. EXTERIOR CMU BLOCK COLOR SHALL BE APPROVED BY OWNER.
2. STANDING SEAM METAL, ROOF COLOR SHALL BE APPROVED BY OWNER.
3. AUTOMODEL, DOOR PULLS SHALL BE STAINLESS STEEL.
4. TYPICAL CMU ACCENT COLORED.
5. CAST IRON ZIP 4X2X3.
6. CAST IRON ZIP 4X2X3.
7. CAST IRON ZIP 4X2X3.
8. CAST IRON ZIP 4X2X3.
9. CAST IRON ZIP 4X2X3.
10. CAST IRON ZIP 4X2X3.
11. CAST IRON ZIP 4X2X3.
12. CAST IRON ZIP 4X2X3.
13. CAST IRON ZIP 4X2X3.
14. CAST IRON ZIP 4X2X3.
15. CAST IRON ZIP 4X2X3.
16. CAST IRON ZIP 4X2X3.
17. CAST IRON ZIP 4X2X3.
18. CAST IRON ZIP 4X2X3.
19. CAST IRON ZIP 4X2X3.
20. CAST IRON ZIP 4X2X3.
21. CAST IRON ZIP 4X2X3.
22. CAST IRON ZIP 4X2X3.
23. CAST IRON ZIP 4X2X3.
24. CAST IRON ZIP 4X2X3.
25. CAST IRON ZIP 4X2X3.
26. CAST IRON ZIP 4X2X3.
27. CAST IRON ZIP 4X2X3.
28. CAST IRON ZIP 4X2X3.
29. CAST IRON ZIP 4X2X3.
30. CAST IRON ZIP 4X2X3.
31. CAST IRON ZIP 4X2X3.
32. CAST IRON ZIP 4X2X3.
33. CAST IRON ZIP 4X2X3.
34. CAST IRON ZIP 4X2X3.
35. CAST IRON ZIP 4X2X3.
36. CAST IRON ZIP 4X2X3.
37. CAST IRON ZIP 4X2X3.
38. CAST IRON ZIP 4X2X3.
39. CAST IRON ZIP 4X2X3.
40. CAST IRON ZIP 4X2X3.
41. CAST IRON ZIP 4X2X3.
42. CAST IRON ZIP 4X2X3.
43. CAST IRON ZIP 4X2X3.
44. CAST IRON ZIP 4X2X3.
45. CAST IRON ZIP 4X2X3.
46. CAST IRON ZIP 4X2X3.
47. CAST IRON ZIP 4X2X3.
48. CAST IRON ZIP 4X2X3.
49. CAST IRON ZIP 4X2X3.
50. CAST IRON ZIP 4X2X3.
51. CAST IRON ZIP 4X2X3.
52. CAST IRON ZIP 4X2X3.
53. CAST IRON ZIP 4X2X3.
54. CAST IRON ZIP 4X2X3.
55. CAST IRON ZIP 4X2X3.
56. CAST IRON ZIP 4X2X3.
57. CAST IRON ZIP 4X2X3.
58. CAST IRON ZIP 4X2X3.
59. CAST IRON ZIP 4X2X3.
60. CAST IRON ZIP 4X2X3.
61. CAST IRON ZIP 4X2X3.
62. CAST IRON ZIP 4X2X3.
63. CAST IRON ZIP 4X2X3.
64. CAST IRON ZIP 4X2X3.
65. CAST IRON ZIP 4X2X3.
66. CAST IRON ZIP 4X2X3.
67. CAST IRON ZIP 4X2X3.
68. CAST IRON ZIP 4X2X3.
69. CAST IRON ZIP 4X2X3.
70. CAST IRON ZIP 4X2X3.
71. CAST IRON ZIP 4X2X3.
72. CAST IRON ZIP 4X2X3.
73. CAST IRON ZIP 4X2X3.
74. CAST IRON ZIP 4X2X3.
75. CAST IRON ZIP 4X2X3.
76. CAST IRON ZIP 4X2X3.
77. CAST IRON ZIP 4X2X3.
78. CAST IRON ZIP 4X2X3.
79. CAST IRON ZIP 4X2X3.
80. CAST IRON ZIP 4X2X3.
81. CAST IRON ZIP 4X2X3.
82. CAST IRON ZIP 4X2X3.
83. CAST IRON ZIP 4X2X3.
84. CAST IRON ZIP 4X2X3.
85. CAST IRON ZIP 4X2X3.
86. CAST IRON ZIP 4X2X3.
87. CAST IRON ZIP 4X2X3.
88. CAST IRON ZIP 4X2X3.
89. CAST IRON ZIP 4X2X3.
90. CAST IRON ZIP 4X2X3.
91. CAST IRON ZIP 4X2X3.
92. CAST IRON ZIP 4X2X3.
93. CAST IRON ZIP 4X2X3.
94. CAST IRON ZIP 4X2X3.
95. CAST IRON ZIP 4X2X3.
96. CAST IRON ZIP 4X2X3.
97. CAST IRON ZIP 4X2X3.
98. CAST IRON ZIP 4X2X3.
99. CAST IRON ZIP 4X2X3.
100. CAST IRON ZIP 4X2X3.
101. CAST IRON ZIP 4X2X3.
102. CAST IRON ZIP 4X2X3.
103. CAST IRON ZIP 4X2X3.
104. CAST IRON ZIP 4X2X3.
105. CAST IRON ZIP 4X2X3.
106. CAST IRON ZIP 4X2X3.
107. CAST IRON ZIP 4X2X3.
108. CAST IRON ZIP 4X2X3.
109. CAST IRON ZIP 4X2X3.
110. CAST IRON ZIP 4X2X3.
111. CAST IRON ZIP 4X2X3.
112. CAST IRON ZIP 4X2X3.
113. CAST IRON ZIP 4X2X3.
114. CAST IRON ZIP 4X2X3.
GENERAL NOTES:

A. CMU BLOCK COLOR SHALL BE APPROVED BY OWNER.

B. STANDING SEAM METAL ROOF COLOR SHALL BE APPROVED BY OWNER.

C. GUTTER AND DOWNSPOUTS SHALL MATCH STANDING SEAM METAL ROOF COLOR.

SCALE: 1/4" = 1'-0"
WATER TREATMENT PLANT
CITY OF MANCHESTER
CLAY COUNTY, KENTUCKY

SECTION TAG NOTES:
1. PRE-ENGINEER WOOD TRUSS.
2. STANDING SEAM METAL ROOF.
3. PRESSURE TREATED 2 X 6 WOOD BLOCKING.
4. 1" X 4" WOOD TRIM.
5. DRAINAGE MAT WITH FILTER FABRIC.
6. STANDING SEAM METAL GUTTER (4X5).
7. CAST IRON DOWNSPOUT BOOT.
8. 1 1/2" O.D. METAL HANDRAIL.
9. Pressurized metal downspout boot approved by Owner.
10. 1/2" X 4" WOOD TRIM.
11. PRESSURIZED METAL DOWNSPOUT BOOT.
12. 8" SPLIT FACE CMU, INTERIOR FACE PAINTED.
13. 1/2" X 4" WOOD TRIM.
14. 8" SPLIT FACE CMU, INTERIOR FACE PAINTED.
15. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
16. CAST IRON DOWNSPOUT BOOT.
17. 1 1/2" O.D. METAL HANDRAIL.
18. PRESSURIZED METAL DOWNSPOUT BOOT.

NOTE #1:
1. PRE-ENGINEER WOOD TRUSS.
2. STANDING SEAM METAL ROOF.
3. PRESSURE TREATED 2 X 6 WOOD BLOCKING.
4. 1" X 4" WOOD TRIM.
5. DRAINAGE MAT WITH FILTER FABRIC.
6. STANDING SEAM METAL GUTTER (4X5).
7. CAST IRON DOWNSPOUT BOOT.
8. 1 1/2" O.D. METAL HANDRAIL.
9. Pressurized metal downspout boot approved by Owner.
10. 1/2" X 4" WOOD TRIM.
11. PRESSURIZED METAL DOWNSPOUT BOOT.
12. 8" SPLIT FACE CMU, INTERIOR FACE PAINTED.
13. 1/2" X 4" WOOD TRIM.
14. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
15. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
16. CAST IRON DOWNSPOUT BOOT.
17. 1 1/2" O.D. METAL HANDRAIL.
18. PRESSURIZED METAL DOWNSPOUT BOOT.

NOTE #2:
1. PRE-ENGINEER WOOD TRUSS.
2. STANDING SEAM METAL ROOF.
3. PRESSURE TREATED 2 X 6 WOOD BLOCKING.
4. 1" X 4" WOOD TRIM.
5. DRAINAGE MAT WITH FILTER FABRIC.
6. STANDING SEAM METAL GUTTER (4X5).
7. CAST IRON DOWNSPOUT BOOT.
8. 1 1/2" O.D. METAL HANDRAIL.
9. Pressurized metal downspout boot approved by Owner.
10. 1/2" X 4" WOOD TRIM.
11. PRESSURIZED METAL DOWNSPOUT BOOT.
12. 8" SPLIT FACE CMU, INTERIOR FACE PAINTED.
13. 1/2" X 4" WOOD TRIM.
14. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
15. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
16. CAST IRON DOWNSPOUT BOOT.
17. 1 1/2" O.D. METAL HANDRAIL.
18. PRESSURIZED METAL DOWNSPOUT BOOT.

NOTE #3:
1. PRE-ENGINEER WOOD TRUSS.
2. STANDING SEAM METAL ROOF.
3. PRESSURE TREATED 2 X 6 WOOD BLOCKING.
4. 1" X 4" WOOD TRIM.
5. DRAINAGE MAT WITH FILTER FABRIC.
6. STANDING SEAM METAL GUTTER (4X5).
7. CAST IRON DOWNSPOUT BOOT.
8. 1 1/2" O.D. METAL HANDRAIL.
9. Pressurized metal downspout boot approved by Owner.
10. 1/2" X 4" WOOD TRIM.
11. PRESSURIZED METAL DOWNSPOUT BOOT.
12. 8" SPLIT FACE CMU, INTERIOR FACE PAINTED.
13. 1/2" X 4" WOOD TRIM.
14. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
15. 8" SPLIT FACE CMU ACCENT, INTERIOR FACE PAINTED.
16. CAST IRON DOWNSPOUT BOOT.
17. 1 1/2" O.D. METAL HANDRAIL.
18. PRESSURIZED METAL DOWNSPOUT BOOT.